
CARATTERISTICHE - SPECIFICATIONS

1” 1/2 BSP

- 0.2 bar - 3 PSI

6 bar   87 PSI

60° C.    140° F.

3/4 BSP

35 mm

2.8 litri   0.74 U.S.G.

32 / 70.4

pag.9

MODELLO MODEL
CODICE CODE

MAX PRESS RPM 550 RPM 700 RPM 900 PIST. CORSA
PLUNG. STROKE

Dia. mm     mmL/min L/min L/min L/minKW KW KWBarGPM GPM GPMHP HP HP

CARATTERISTICHE - FEATURES PERFORMANCE CHART

CK 90 PP 
73.5105.97.3 88   23.2

50 725 57 14.9 5.5 7.4 70 18.6 6.9 9.3 88 23.2 8.6 11.6
45 2260 870 56 14.9 6.6 8.9 70 18.5 8.2 11.1 87 23.1 10.3 13.8

70 1015 56 14.8 7.7 10.3 70 18.4 9.6 12.8 87 23.0 11.9 16.0

CK 115 PP
73.5106.97.3 112 29.6

50 725 72 19.0 7.1 9.5 89 23.6 8.8 11.8 112 29.6 11.0 14.7
45 2860 870 72 18.9 8.4 11.3 89 23.5 10.5 14.1 111 29.4 13.1 17.6

70 1015 71 18.8 9.8 13.1 89 23.4 12.2 16.3 111 29.2 15.2 20.4

MODELLO MODEL
CODICE CODE

MAX PRESS RPM 450 RPM 500 RPM 550 PIST. CORSA
Dia. mm     mm

L/min L/min L/min L/minKW KW KWBarGPM GPM

GPM

GPM GPMHP HP HPPSI

PSI

CARATTERISTICHE - FEATURES PERFORMANCE CHART

CK 110 PP
73.5102.97.3 102   26.9

50 725 88 23.2 8.6 11.6 95 25.2 9.4 12.5 102 26.9 10.0 13.4
45 4060 870 87 23.1 10.3 13.8 95 25.0 11.2 15.0 101 26.7 11.9 16.0

70 1015 87 22.9 11.9 16.0 94 24.9 13.0 17.4 101 26.6 13.8 18.6

CK 120 PP
73.5103.97.3 112 29.6

50 725 96 25.5 9.5 12.7 105 27.7 10.3 13.8 112 29.6 11.0 14.7
45 4460 870 96 25.4 11.3 15.2 104 27.5 12.3 16.5 111 29.4 13.1 17.6

70 1015 96 25.2 13.1 17.6 104 27.4 14.3 19.1 111 29.3 15.2 20.4
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