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The information in this document is to the best of our knowledge true and accurate, but all recommendations or suggestions are made without guarantee. Since the conditions of use are
beyond their control, the factory disclaim any liability for loss or damage suffered from the use of this data or suggestions. Furthermore, no liability is accepted if use of any product in
accordance with this data or suggestions infringes any patent. The factory reserve the right to change product specifications and warranty statements without further notification.
Allimages are for illustration purposes only.

1. Introduction

Thank you for purchasing this Professional Power Equipment Product.

Please read the following instructions carefully to help to ensure your personal safety and the correct assembly, use and
maintenance of this equipment. Please ensure that you have read and understand the information contained in the manual before
attempting to use the equipment. This equipment should only be used by trained and fully competent individuals, in a safe working
environment. Please ensure that the appropriate safety equipment is worn at all times and that the product is not adapted or
modified in anyway.

Please note that the contents of this instruction manual are based on the latest product information available at the
time of publication and that the manufacturer reserves the right to make changes at any time without notice.




2. Products Identification

|

RECORD IDENTIFICATION NUMBERS

If you need to contact an Authorized Dealer for information on servicing, always provide the product model and identification
numbers. You will need to locate the model, revision and serial number for the machine and record the information in the places
provided below. You will also need the model and serial number for the engine on your machine.

1. Date of Purchase:

2. Dealer Name:

3. Dealer Phone:

4. Unit Model Name:

6. Pump Model & Serial Number:

5. Motor & Serial Number:

NOTE: Check page 9 for the location of the pump model & serial no. on the pump. Check the motor operators manual for the
location of these numbers.

3. Safety Guidelines

\

A WARNING- READ AND FOLLOW ALL INSTRUCTIONS

o Failure to follow all instructions in this manual may result in severe
personal injury or death. Keep this manual and refer to it for Safety
Instructions, Operating Procedures, and Warranty.

g

This manual contains information that is important for you to know and understand. This information relates to protecting
YOUR SAFETY and PREVENTING EQUIPMENT PROBLEMS. To help you recognize this information, we use the symbols below.
Please read the manual and pay attention to these sections.

4\ DANGER 4\ CAUTION

DANGER indicates an imminently hazardous situation CAUTION indicates a potentially hazardous situation which,
which, if not avoided, will result in death or serious injury. if not avoided, may result in minor or moderate injury.

A\ WARNING A\ CAUTION
WARNING indicates a potentially hazardous situation CAUTION used without the safety alert symbol indicates a
which, if not avoided, could result in death or serious potentially hazardous situation which, if not avoided, may
injury. resultin property damage.

Improper maintenance and operation are responsible for the majority of accidents involving gas pressure washers. The largest
portion of these could be prevented by recognizing the basic safety rules and precautions. Most accidents can be avoided if the
operator recognizes a potentially hazardous situation before it happens and by observing appropriate safety rules and procedures
as outlined in this manual. Basic safety precautions are outlined in the SAFETY portion of this manual and throughout the text in
this manual where a potential hazard might occur. Hazards that MUST be avoided to prevent serious injury follow headers marked
DANGER or WARNING. These same precautions are placed as labels on the tool itself. NEVER use this pressure washer for
applications that are NOT specified in this manual.




3. Safety Guidelines (continued)

A\ WARNING--RISK OF FALL HAZARD y . o/
e Use of pressure washer can create puddles and slippery surfaces.
-

e Kickback from spray gun can cause you to fall.

® Keep the area of operation clear of all persons, particularly small children, pets and obstacles.

Do not operate the product when fatigued or under the influence of alcohol or drugs. Stay alert at all times.

If engine does not start after two pulls, squeeze trigger of gun to relieve pump pressure. Pull starter cord slowly until

resistance is felt. Then pull cord rapidly to avoid kickback and prevent hand or arm injury.

Do not overreach or stand on an unstable support.

The cleaning area should have adequate slopes and drainage to reduce the possibility of a fall due to slippery surfaces.

Be extremely careful if you must use the pressure washer from a ladder, scaffolding, or any other similar location.

Beware of kick-back force and the sudden torque on the spray gun assembly when operating the trigger. Firmly grasp spray gun
with both hands to avoid injury when spray gun kicks back.

A\ WARNING--RISK TO FLUID INJECTION

e The high pressure stream of water that this equipment produces can cut
through skin and its underlying tissues, leading to serious injury and V ’
possible amputation. Spray gun traps high water pressure, even when
engine is stopped and water is disconnected, which can cause injury.

0

ALWAYS point spray gun in safe direction and squeeze trigger, to release high pressure, every time you stop engine.
NEVER place hands in front of nozzle.

MAKE SURE hose and fittings are tightened and in good condition. Never hold onto the hose or fittings during operation.
DO NOT allow hose to contact muffler.

NEVER attach or remove wand or hose fittings while system is pressurized.

NEVER use a spray gun which does not have a trigger lock or trigger guard in place and in working order.

ONLY USE hose and high pressure accessories rated for pressure higher than your pressure washer's p.s.i.

Torelieve system pressure, shut off engine, turn off water supply, and pull gun trigger until water stops flowing.

DO NOT allow GHILDREN to operate pressure washer.

NEVER repair leaking connections with sealant of any kind. Replace o-ring or seal.
NEVER connect high pressure hose to nozzle extension.

DO NOT secure spray gun in open position.

DO NOT leave spray gun unattended while machine is running.

ALWAYS be certain spray gun, nozzles and accessories are correctly attached.

NEVER aim spray gun at people, animals, or any electrical device and the machine itself.

A\  DANGER-- RISK OF MOVING PARTS

e Starter and other rotating parts can entangle hands, hair, clothing,
or accessories.

® NEVER operate pressure washer without protective housing or covers.
e DO NOT wear loose clothing, jewelry or anything that may be caught in the starter or other rotating parts.
e Tie up long hair and remove jewelry.




3. Safety Guidelines (continued)

A\  DANGER-- RISK OF CHEMICAL BURN o

e Use of acids, toxic or corrosive chemicals, poisons, insecticides, or any kind of E
e flammable solvent with this product could result in serious injury or death.

e DO NOT use acids, gasoline, kerosene, or any other flammable materials in this product. Use only household
detergents, cleaners and degreasers recommended for use in pressure washers.

e Wear protective clothing to protect eyes and skin from contact with sprayed materials.

® DO NOT use chlorine bleach or any other corrosive compound

A WARNING--RISK OF ELECTRICAL SHOCK

o Risk of electrocution.
® (Contact with power source can cause electric shock or burn.

2
v

Unplug any electrically operated product before attempting to clean it.

Direct spray away from electric outlets and switches.

NEVER spray near power source.

DO NOT touch the plug with wet hands.

WHEN SERVICING THE PRESSURE WASHER: Disconnect the spark plug wire and place it where it cannot contact the plug.
DO NOT check for spark with the plug removed. Use only approved spark plug testers.

A\  DANGER-- RISK OF EVE INJURY

e Spray can splash back or propel objects.

® ALWAYS wear safety goggles when using this equipment or in vicinity of where equipment isin use.
e Before starting the pressure washer, be sure you are wearing adequate safety goggles.
® NEVER substitute safety glasses for safety goggles.

A CAUTION- IMPROPER TREATMENT OF PRESSURE WASHER CAN DAMAGE IT AND
SHORTEN ITS LIFE AND VOID YOUR WARRANTY

o NEVER pull water supply hose to move pressure washer. This could damage hose and/or pump inlet.

e DO NOT use hot water, use cold water only.

® DO NOT stop spraying water for more than two minutes at a time. Pump operates in bypass mode when spray gun trigger is not
pressed. If pump is left in bypass mode for more than two minutes internal components of the pump can be damaged.

e Before starting pressure washer in cold weather, check all parts of the equipment to be sure ice has not formed there.

® DO NOT use the pressure washer if excessive noise or vibration is present. Have it repaired immediately.

PLEASE WEAR PROPER APPAREL AND PROTECTORS

O O ® &

Electrically

Proper Apparel Non-conductive Gloves

Ear Protection Nonskid Footwear




4. Products Specifications

CR3000 CR4000 CR5000
Max Pressure 1500psi/103bar 1900psi/131bar 2400psi/165bar
Max Flow 2.2gpm/8.3lpm 2.0gpm/7.6lpm 3.1gpm/11.7lpm
Pump Model DBC-1509C5, Triplex, brass DBC-15045C5, Triplex, brass DBC-1506C5, Triplex, brass

Power and Type

2HP,115V/60HZ, 1700RPM

3HP,220V/60HZ, 3400RPM

5HP,220V/60HZ, 3400RPM

Nozzle Tips

5tips, QD Nozzle

5tips, QD Nozzle

5tips, QD Nozzle

Hose ID and Length

ID8 x10M, steel braided

ID8 x10M, steel braided

ID8 x10M, steel braided

Gun and Lance

Trigger gun, 20" lance

Trigger gun, 20" lance

Trigger gun, 20" lance

Frame Type

Rear wheel moving

Rear wheel moving

Rear wheel moving

Wheel Size and Type

10" pneumatic

10" pneumatic

10" pneumatic

Detergent Injection

Yes

Yes

Yes

Thermal Protection

Yes

Yes

Yes




5. Parts Identification and Features (Continued)

Nozzle Tips

Handle, Frame

Inlet, Gun

Control Box

Pressrue Hose

Motor Power Cable

Indicator Lights
OFF, Push Button

ON, Push Button
Socket, Motor Power Cable

Cable, Power Inlet




5. Parts Identification and Features (Continued)

5.2 Triplex Pump
Pump Model &
Pressure = Serial Number I
s OO QOil Filling Port
Adjusting Knob Install With
Shipping Plug Or
Detergent 0 Vented Plug
Injector (&=
< 0
Water S Flange
Outlet Connector ) 3 Motor Drive Port
S J Hollow Shaft
Water ) 2 Q 0 Key Way Type
Inlet Port 0
Built In With Filter Screen
Adaptor
Port For Pressure
Gauge Or Priming Valve
Outlet
Banjo Bolt
Inlet
Banjo Bolt
Side 0il Gauge

0Oil Draining Port

5.4 Standard Accessories

Extension Wand

High Pressure Gun
With Remote Control Colored High Pressure Nozzle

& Black Soap Nozzle
Battery

High Pressure Hose




5. Parts Identification and Features (Continued)

5.1 General Technology
PSI: Pounds per square inch --common unit measure used for water pressure, air pressure, hydraulic pressure and pounds of force.
GPM: Gallons per minute (liters per minute [metric]) --common unit measure used for flow rate of water.

Bypass Mode: In bypass mode, high pressure pump recirculates water because spray gun trigger is not pulled.

5.2 High Pressure Washer Pump

1.Pump Model & Serial Number: It contains the year, month and day of production, and can track the batch of materials assembler
and tester. Please provide the serial no. along with the pump model and version when ordering spare parts and reporting any
issues of concern.

2. Pressure Adjusting Knob: To raising or reduce the pressure by turn the knob.

3. Detergent Injector: Use to siphon detergent or other pressure washer chemicals into the low pressure stream.

4. Water Outlet Connector: To connect high pressure hose.

5. Water Inlet With Filter Screen: Connect garden hose here, and always have the filter screen presentin it.

6. Red Shipping Plug Attached With Vent Plug: the pump is ship with red shipping plug to prevent oil leaking during transportation.

Replace with the attached vent plug before using.

5.3 Motor Controller

1. ON/OFF Push Button: Push to control the motor’s starting or stopping .

2. Running Indicator Light: Operation indicator on (GREEN) when the motor is running.

3. Standby Indicator Light: When trigger off and motor stops, the operation indicator turns off (GREEN LIGHT) and the standby
indicator is on (YELLOW LIGHT); .

4. Fault Indicator Light: : BLUE light is overload fault indicator, RED light is electrical leakage fault indicator.

5.3 Accessories

1. Extension wand: To attach the spray tips onit.

2. High Pressure Hose: Connect one end to the water pump and the other end to the spray gun.

3. Spray Gun: Controls the application of water onto cleaning surface with trigger device. Includes safety latch.

4. Spray Tips: 0/15/25/40 degree and soap nozzle for various high pressure cleaning applications.

5.4 Remote Sensor
1. Trigger Magnet: Insert inside the trigger, to sense the action of the trigger .
2. Remote Sensor: To sense the action of the trigger and send the signal to controller.

3. Battery: To support the activity of the remote sensor.







